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WHAT IS CLAIMED IS: 

1. A television-watchable refrigerator system comprising: 
a Web pad detachably mounted on an outer surface of a 
refrigerator, said Web pad receiving at least one of a 
refrigerator control command and a television control command 
inputted by a user; 

a refrigerator controller that displays a controlled 
result based on said refrigerator control command through said 
Web pad and controlling the operation of the refrigerator; and 
a television module connected with a television set, 
said television module receiving a television signal 
corresponding to said television control command from said 
television set, wirelessly transmitting the received 
television signal to said Web pad so that it can be displayed 
through said Web pad, and transferring said television control 
command input through said Web pad to said television set. 

2. The television-watchable refrigerator system as set 
forth in claim 1, wherein said Web pad includes: 

an input unit for receiving said refrigerator control 
command or television control command inputted by the user; 

a refrigerator controller interface for wirelessly 
transmitting said refrigerator control command input through 
said input unit to said refrigerator controller and receiving 
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said controlled result based on said refrigerator control 
command wirelessly transmitted from said refrigerator 
controller; 

a wireless communication interface for wirelessly 
transmitting said television control command input through said 
input unit to said television module, wirelessly receiving said 
television signal corresponding to said television control 
command from said television module and processing the received 
television signal so that it is displayable; and 

a display unit for displaying said controlled result 
received by said refrigerator controller interface and said 
television signal processed by said wireless communication 
interface. .... 

3. The television-watchable refrigerator system as set 
forth in claim 2, wherein said wireless communication interface 
includes : 

a television signal receiver for receiving said 
television signal wirelessly transmitted from said television 
module; 

a television signal processor for separating said 
television signal received by said television signal receiver 
into a video signal and an audio signal and transferring the 
separated video and audio signals to said display unit; and 
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a control cona»and transmitter for wirelessly transmitting 
said television control cc^nd input through said input unit 
to said television module. 

4. The television-watchable refrigerator system as set 
forth in Claim 3, further comprising a remote controller for 
remotely inputting con..nds related to television watching, 

wherein said control co^oand transmitter is configured to 
receive a television control co^nand input from said remote 
controller and wirelessly trans:^t the received television 
control command to said television module. 

5. The television-watchable refrigerator system as set 
forth in Claim 1, wherein said television module includes: 

, television connector connected with said television 
set for transmitting and receiving signals to and from said 

television set; 

a control co^nd receiver for receiving said television 

control co^nand wirelessly transmitted from said Web pad and 

transferring it to said television set; and 

a television signal transmitter for wirelessly 
transmitting said television signal corresponding to said 
television control cox^nand from said television set to said Web 
pad. 
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6. A television-watchable refrigerator system comprising: 
a Web pad detachably mounted on an outer surface of a 

refrigerator, said Web pad receiving at least one of a 
refrigerator control command and television control command 
input by a user; 

a refrigerator controller that displays a controlled 
result based on said refrigerator control command through the 
Web pad and controlling the entire operation of the 
refrigerator; and 

a television antenna module connected to a television 
antenna terminal, said television antenna module receiving a 
television signal from said television antenna terminal, 
tuning to the received television -signal in response to said 
television control command input through said Web pad and 
wirelessly transmitting the tuned television signal to said 
Web pad. 

7. The television-watchable refrigerator system as set 
forth in claim 6, wherein said Web pad includes: 

an input \init for receiving said refrigerator control 
command or television control command input by the user; 

a refrigerator controller interface for wirelessly 
transmitting said refrigerator control command input through 
said input unit to said refrigerator controller and receiving 
said controlled result based on said refrigerator control 
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command wirelessly transmitted from said refrigerator 
controller; 

a wireless communication interface for wirelessly 
transmitting said television control command input through said 
input xinit to said television antenna module, wirelessly 
receiving said television signal corresponding to said 
television control command from said television antenna module 
and processing the received television signal so that it is 
displayable; and 

a display unit for displaying said controlled result 
received by said refrigerator controller interface and said 
television signal processed by said wireless communication 
interface. 

8. The television-watchable refrigerator system as set 
forth in claim 1, wherein said wireless communication interface 
includes : 

a television signal receiver for receiving said 
television signal wirelessly transmitted from said television 
antenna module; 

a television signal processor for separating said 
television signal received by said television signal receiver 
into a video signal and an audio signal and transferring the 
separated video and audio signals to said display unit; and 
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a control command transmitter for wirelessly transmitting 
said television control command input through said input unit 
to said television antenna module. 

9. The television-watchable refrigerator system as set 
forth in claim 8, wherein said television signal processor is 
adapted to decode a compressed/encoded television signal 
received by said television signal receiver. 

10. The television-watchable refrigerator system as set 
forth in claim 8, further comprising a remote controller for 
remotely inputting commands related to television watching, 

wherein said control command transmitter is configured to 
receive a television control command inputted from said remote 
controller and wirelessly transmit the received television 
control command to said television antenna module, 

11. The television-watchable refrigerator system as set 
forth in claim 6, wherein said television antenna module 
includes : 

an antenna terminal connector connected to said 
television antenna terminal for receiving said television 
signal therefrom; 

a control command receiver for wirelessly receiving said 
television control command from said Web pad; 
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a television tuner for tuning to said television signal 
received by said antenna terminal connector in response to said 
television control command received by said control command 
receiver; and 

a television signal transmitter for wirelessly 
transmitting said television signal tuned by said television 
tianer to said Web pad. 

12. The television-watchable refrigerator system as set 
forth in claim 11, wherein said television antenna module 
further includes a digital compressor for compressing /encoding 
said television signal tuned by said television tuner. 

13. The television-watchable refrigerator system as set 
forth in claim 12, further comprising a remote controller for 
remotely inputting commands related to television watching, 

wherein said television antenna module further includes a 
remote command receiver for receiving a television control 
command transmitted from said remote controller. 

14. The television-watchable refrigerator system as set 
forth in claim 13, wherein said television antenna module 
further includes a tuner controller for controlling said 
television tuner in response to said television control command 
received by one of said control command receiver and said 
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remote command receiver such that said television tuner 
performs tuning operation based on said television control 
command. 

15. A method for operating a television-watchable 
refrigerator system, comprising: 

detachably mounting a Web pad on an outer surface of a 
refrigerator and inputting at least one of a refrigerator 
control command and a television control command through the 
Web pad; 

receiving a television signal from one of a television 
set and television antenna terminal in response to the input 
television control command and wirelessly transmitting the 
received television signal to the Web pad; 

performing a signal separation/decoding operation with 
respect to the wirelessly transmitted television signal so that 
the television signal can be displayed through the Web pad; and 

displaying the displayable television signal through said 
Web pad. 

16. The method as set forth in claim 15, wherein 
receiving includes centres sing/encoding the television signal 
received from one of the television set and the television 
antenna terminal to enable rapid wireless transmission 
thereof . 
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17. The method as set forth in claim 15, further 
comprising: 

wirelessly transmitting the input refrigerator control 
command to a refrigerator controller controlling the peration 
of the refrigerator; 

performing a control operation in response to the 
wirelessly transmitted refrigerator control command and 
wirelessly transmitting the controlled result information to 
the Web pad; and 

displaying the wirelessly transmitted controlled result 
information through said Web pad. 
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